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Previous Dwg. No.

AHEAD

WORK

ROAD

48"[1200]

R&$#I&$#G\H&$"T
L*$"A&$;!N\$;E

E\N\$;D&!S

48"[1200]48"[1200]

48"[1200]48"[1200]

48"[1200]

S T O P

T O 

A H E A D

O N E    L A N E

R O A D

36"[900]

18"[450]

YELLOW BEACON

FLASHING OR ROTATING

EQUIP PILOT CAR WITH A

48"[1200]48"[1200]

48"[1200] 48"[1200]

48"[1200]48"[1200]

48"[1200] 48"[1200]

S T O P

T O 

48"[1200]48"[1200]

A H E A D

O N E    L A N E

R O A D

48"[1200]48"[1200]

AHEAD

WORK

ROAD

48"[1200]48"[1200]

B B

B B

"ROAD WORK AHEAD"

USE ONLY IF NO PREVIOUS 

REGULAR CONSTRUCTION AREA.

MILE [1.6 km], OR IF OUTSIDE OF THE

                                SIGNS WITHIN 1

*

*

*

*

CHEVRON
SEQUENTIAL

B E

P R E PA R E D

P I L O T    C A R

F O L L O W    M  E

B E

P R E PA R E D

A A

A A

DRUM, 42" CONE OR TUBULAR MARKER

LEGEND

*

*

*

24"[600]

Octagon

30"[750]

30"[750]

IN WORK ZONE.

PLACE AT ALL APPROACHES

*
LONG FOR THE SIGN SPACING SHOWN.

ADDED IF QUEUE LENGTHS ARE TOO

STOP" OR "FLAGGER AHEAD") MAY BE

ADDITIONAL SIGNS ("BE PREPARED TO

PILOT CAR IS NOT PRESENT.

FOR FLAGGER CONTROL WHEN A

SPEED LIMIT 45 SIGNS TO BE USED

***

**

***

***

48"[1200]

60"[1500]

 

54

Limit

Posted Speed

Limit

Posted Speed

48"[1200]

60"[1500]

 

54

48"[1200]

 

54
60"[1500]

48"[1200]

60"[1500]L

48"[1200]

60"[1500]L

28" CONE

C
O

N
E

S
 A

T
 9

0
' 
S

P
A

C
IN

G

W
O

R
K
 Z

O
N

E
 V

A
R
IA

B
L

E
 L

E
N

G
T

H

****
THE ENGINEER.

THE PILOT CAR AS APPROVED BY

RADIOS MAY BE SUBSTITUTED FOR

FLAGGERS WITH PORTABLE TWO-WAY

****

****

(DAYTIME OPERATIONS)
WITH PARTIAL CLIMBING\PASSING LANE CLOSURE

TYPICAL SIGNING FOR TWO LANE ROADWAY

5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]

D
R

U
M

S
 A

T
 4

5
' 
S

P
A

C
IN

G

5
4
0
'[
1
6
0
 m

] 
T

A
P

E
R

9
0
' 
S

P
A

C
IN

G

D
R

U
M

S
 A

T
 

3
6
0
'[
1
1
0
 m

]

9
0
' 
S

P
A

C
IN

G

D
R

U
M

S
 A

T
 

3
6
0
'[
1
1
0
 m

]

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

9
0
' 
S

P
A

C
IN

G

D
R

U
M

S
 A

T
 

3
6
0
'[
1
1
0
 m

]

9
0
' 
S

P
A

C
IN

G

D
R

U
M

S
 A

T
 

3
6
0
'[
1
1
0
 m

]

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]

 

    CLIMBING\PASSING LANE COMPLETELY.

    IF LESS THAN 2000 FEET CLOSE

    ENDS TO USE PARTIAL CLOSURE,

    MUST REMAIN OPEN BEFORE LANE

3. A MINIMUM DISTANCE OF 2000 FEET

    DIRECTED BY THE ENGINEER.

    ARE WITHIN THE WORK ZONE, AS

    BE REQUIRED WHEN THOSE APPROACHES

    PROJECT LIMITS, ADDED FLAGGING MAY

2. ON CERTAIN APPROACHES WITHIN THE

 

    TRAVELING PUBLIC.

    FULL USE OF THE ROADWAY BY THE

    TRAFFIC CONTROL AT NIGHT TO ALLOW

1. SIGNING IS PORTABLE. REMOVE ALL

 

NOTES:

48"[1200]48"[1200]



TRANSPORTATION

OF

WYOMING DEPARTMENT
Checked by:

Drawn by:

Designed by:

CONTROL TWO LANE

CONSTRUCTION TRAFFIC 703-2G
98

OCTOBER, 2018

703-2F

TRAFFIC

TRAFFIC

JTG

TRAFFIC PROGRAM

STANDARD PLAN NUMBER

Date Issued:

SHEET         of    

DEPARTMENT OF

WY
OM
IN
G

TRANSPORTATION Issued by:

STANDARD PLANNote: Units shown in brackets [ ] are metric and are in millimeters (mm) unless other units are shown.

Previous Dwg. No.

"ROAD WORK AHEAD"

USE ONLY IF NO PREVIOUS 

REGULAR CONSTRUCTION AREA.

MILE [1.6 km], OR IF OUTSIDE OF THE

                                SIGNS WITHIN 1

24"[600]

Octagon

30"[750]

30"[750]

IN WORK ZONE.

PLACE AT ALL APPROACHES

*
LONG FOR THE SIGN SPACING SHOWN.

ADDED IF QUEUE LENGTHS ARE TOO

STOP" OR "FLAGGER AHEAD") MAY BE

ADDITIONAL SIGNS ("BE PREPARED TO

AHEAD

WORK

ROAD

48"[1200]

48"[1200]

60"[1500]

48"[1200]48"[1200]

48"[1200]

S T O P

T O 

48"[1200]48"[1200]

48"[1200] 48"[1200]

*

*

A H E A D

O N E    L A N E

R O A D

48"[1200]48"[1200]

AHEAD

WORK

ROAD

48"[1200]

48"[1200]

60"[1500]

48"[1200]48"[1200]

48"[1200]

S T O P

T O 

48"[1200]48"[1200]

48"[1200] 48"[1200]

*

*

A H E A D

O N E    L A N E

R O A D

48"[1200]48"[1200]

B B

B B

PILOT CAR IS NOT PRESENT.

FOR FLAGGER CONTROL WHEN A

SPEED LIMIT 45 SIGNS TO BE USED

***

***

***

48"

60"

 

45

48"

60"

 

45

*

**

*

B E

P R E PA R E D

AA

A A

*

B E

P R E PA R E D

P I L O T    C A R

F O L L O W    M  E

36"[900]

18"[450]

YELLOW BEACON

FLASHING OR ROTATING

EQUIP PILOT CAR WITH A

48"[1200]

60"[1500]

 

54

D\O

N\O\T

P\A\S\S

48"[1200]

60"[1500]

 

54

D\O

N\O\T

P\A\S\S

Limit

Posted Speed

48"[1200]

60"[1500]L

DRUM, 42" CONE OR TUBULAR MARKER

LEGEND

28" CONE

Limit

Posted Speed

48"[1200]

60"[1500]L

(DAYTIME OPERATIONS)
WITH FULL CLIMBING\PASSING LANE CLOSURE

TYPICAL SIGNING FOR TWO LANE ROADWAY

C
O

N
E

S
 A

T
 9

0
' 
S

P
A

C
IN

G

W
O

R
K
 Z

O
N

E

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

5
0
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1
5
0
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]
5
0
0
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1
5
0
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]
5
0
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1
5
0
 m

]
5
0
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1
5
0
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]
5
0
0
'[
1
5
0
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]
5
0
0
'[
1
5
0
 m

]
3
6
0
'[
1
1
0
 m

]

5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]

    DIRECTED BY THE ENGINEER.

    ARE WITHIN THE WORK ZONE, AS

    BE REQUIRED WHEN THOSE APPROACHES

    PROJECT LIMITS, ADDED FLAGGING MAY

3. ON CERTAIN APPROACHES WITHIN THE

 

    THE ENGINEER.

    THE PILOT CAR AS APPROVED BY

    RADIOS MAY BE SUBSTITUTED FOR

2. FLAGGERS WITH PORTABLE TWO-WAY

 

    TRAVELING PUBLIC.

    FULL USE OF THE ROADWAY BY THE

    TRAFFIC CONTROL AT NIGHT TO ALLOW

1. SIGNING IS PORTABLE. REMOVE ALL

 

NOTES:
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Previous Dwg. No.

AHEAD

WORK

ROAD

48"[1200]

60"[1500]

48"[1200]48"[1200]

S T O P

T O 

48"[1200]48"[1200]

48"[1200] 48"[1200]

*

*

A H E A D

O N E    L A N E

R O A D

48"[1200]48"[1200]

B B

*

B E

P R E PA R E D

AA

A A

P I L O T    C A R

F O L L O W    M  E

36"[900]

18"[450]

YELLOW BEACON

FLASHING OR ROTATING

EQUIP PILOT CAR WITH A

AHEAD

WORK

ROAD

48"[1200]

60"[1500]

48"[1200]48"[1200]

S T O P

T O 

48"[1200]48"[1200]

48"[1200] 48"[1200]

*

*

A H E A D

O N E    L A N E

R O A D

48"[1200]48"[1200]

*

B E

P R E PA R E D

B B

V
A

R
IA

B
L

E
 
L

E
N

G
T

H

W
O

R
K

E
R

S
 
A

N
D
 
E

Q
U
IP

M
E

N
T
 
O

N
 
R

O
A

D
W

A
Y

W
O

R
K
 
Z

O
N

E

"ROAD WORK AHEAD"

USE ONLY IF NO PREVIOUS 

REGULAR CONSTRUCTION AREA.

MILE [1.6 km], OR IF OUTSIDE OF THE

                                SIGNS WITHIN 1

24"[600]

Octagon

30"[750]

30"[750]

*
LONG FOR THE SIGN SPACING SHOWN.

ADDED IF QUEUE LENGTHS ARE TOO

STOP" OR "FLAGGER AHEAD") MAY BE

ADDITIONAL SIGNS ("BE PREPARED TO

*

**

24"[600]

**
30"[750]

WORK ZONE.

AND CROSS ROADS IN

PLACE AT ALL APPROACHES

D\O

N\O\T

P\A\S\S

D\O

N\O\T

P\A\S\S

Octagon

30"[750]

LEGEND

28" CONE

REMOVAL OR INSTALLATION OF TRAFFIC CONTROL DEVICES
TYPICAL TRAFFIC CONTROL FOR

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

50'[16 m] MIN. TAPER

100'[32 m] MAX.

SPACING (TYP.)

DRUMS AT 25' [8 m]

5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
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]
5
0
0
'[
1
5
0
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]
5
0
0
'[
1
5
0
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]

5
0
0
'[
1
5
0
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]
5
0
0
'[
1
5
0
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]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]
5
0
0
'[
1
5
0
 m

]

    TRAVELING PUBLIC.

    FULL USE OF THE ROADWAY BY THE

    TRAFFIC CONTROL AT NIGHT TO ALLOW

1. SIGNING IS PORTABLE. REMOVE ALL

 

NOTE:
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