Trash guards are not designed to carry wheel loadings and as such are not to be used as safety grates.

If the fitted and dimensional tolerances vary from those shown in the standard plans, make necessary adjustments to trash guard dimensions.
Trash guards are not designed to carry wheel loadings and are not to be used as safety grates.

If the field dimensions vary from those shown in the standard plans, make necessary adjustments to trash guard dimensions.
Trash guards are not designed to carry wheel loadings and are not to be used as safety grates.
If the listed end dimensions vary from those shown in the standard plans, make necessary adjustments to trash guard dimensions.

### Diagram Details

- **Plan**: Shows the top view of the trash guard installation.
- **Partial Side View**: Demonstrates the side profile with details of the locking bar and other components.
- **Elevation**: Illustrates the front view with dimensions and hole placements.
- **Section AA**: Provides a cross-sectional view, highlighting the interior and exterior details.

### General Notes

- Bar 1/2" x 1/4" x 4' (15 x 6 x 120)
- Nails 6d x 1-1/4" (50 x 32 x 30)
- Holes 1-1/4" x 20" (32 x 510)
- Flanged End Section

### Dimensions Table

<table>
<thead>
<tr>
<th>TRASH GUARD</th>
<th>LOCATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>..................................................</td>
<td>..................................................</td>
</tr>
<tr>
<td>..................................................</td>
<td>..................................................</td>
</tr>
<tr>
<td>..................................................</td>
<td>..................................................</td>
</tr>
</tbody>
</table>

### Reinforced Concrete Pipe Elliptical

- 818-1
- Sheet 5 of 5

### Wyoming Department of Transportation

- Trash Guards for Pipe

- Standard Plan